Triaxial compressive creep tests were conducted on red sandstones after different thermal treatments. Subsequently, the thermal influence on the axial, lateral and volumetric creep curves under various stress levels was analyzed. The results show that both the instantaneous and time-based deformation behaviors depended largely on the stress and temperature conditions. The instant axial strain increases linearly with increasing deviator stress and the instant deformation modulus decreases non-linearly with temperature. An interesting phenomenon was observed whereby the lateral creep strain had an apparent linear correlation with the axial creep strain. Furthermore, the fitting lines' slopes of lateral and axial creep strain increase gradually with the increasing deviator stress at identical temperature and first decreases and then increases as temperature is elevated. Then, on the basis of the Burgers creep model and the concept of strain energy, a creep damage model implemented in FLAC 3D (Fast Lagrangian Analysis of Continua 3D) is presented, and this model was able to describe the entire creep process completely including primary creep stage, secondary creep stage, and tertiary creep stage comparing with the experimental and theoretical results based on test data and numerical calculations. The influence of two damage parameters on creep curves and the thermal influence on creep parameters are subsequently discussed. Under the same stress level, the parameters K, G M and G K and η K of creep model decrease with temperature, while the parameter η M first augments as temperature rise to 300 • C and then decreases as temperature at above 300 • C. The higher is the temperature, the smaller the critical stress ratio (CSR).
Introduction
The exploration and exploitation of deep resources are not only necessary for the economic and social development for many countries, but also require solutions to basic theoretical problems. Compared with conventional fossil fuels, for instance coal and oil, geothermal energy is one of the most abundant sources of energy, which offers great advantages in cost, reliability and environmental friendliness [1] [2] [3] [4] . This has stimulated further investigation on the mechanical behavior of rock at high pressure and temperature. Especially, deep rock masses are subjected to high pressures and temperatures, especially in engineering applications for which the temperature approaches the rock melting point, such as coal gasification underground, where the temperature can exceed 1000 • C [5] [6] [7] , volcano flank stability [8] [9] [10] [11] , and proposals for deep geological burial of high-grade nuclear waste [12] [13] [14] , and underground coal fires such as the spontaneous combustion of coal seams, where the maximum temperature reaches 1200 • C [15] . Rock masses involved in projects such as Note: σ S = σ p + σ 3 ; σ p : the peak strength; σ cd : the crack damage stress; E S : the elastic modulus (the even slope of the approximately straight line portion); E 50 : the secant modulus (the slope between the start point and the stress at a half of peak strength).
Testing Apparatus and Method
Rock triaxial rheological testing equipment (TOP INDUSTRIE, Grand Paris, France), whose allowed maximum values of deviatoric stress, confining pressure and pore pressure with water were 400, 70 and 40 MPa, respectively, was used to perform creep experiments. In an effort to overcome the influence of specimen differences, a stress stepping methodology was adopted for a single specimen; until the specimen eventually ruptured [27] . Hence, the specimens were first subjected to hydrostatic pressures of 25 MPa and deviatoric stresses were applied to 160 MPa (the first stress level was slightly greater than the lowest σ cd ) under pressure-controlled conditions of 5 MPa/min. They subsequently deformed for approximately 4 days under static compressive stress, after which the deviatoric stress was applied at next level. The above procedures were repeated until failure occurred. The loading procedure is shown in Figure 1 . 
Creep Experimental Results

Axial Strain
The instantaneous deformation under σ 3 of 25 MPa will be analyzed first. Figure 2a illustrates the relationships between instantaneous axial strain (ε 0 ) and differential stress under different temperatures. It can be seen that the instantaneous axial strain increased linearly with increasing partial stress under the same temperatures. Moreover, the strain increments also increased gradually as the loadings increased. Approximately monotonic linear correlations between the instantaneous axial strain and deviatoric stresses were found in each thermal-treated specimen.
In particular, the fit line slopes represent the instantaneous deformation modulus (E 0 ), which decreased with temperature, although the square of the correlation coefficient (R 2 ) of the specimens at 1000 • C was not very high. It can be observed that the decrease in E 0 with increasing temperature was non-linear. Its nonlinear correlation (for the average values at each temperature) can be fitted by the equation shown in Figure 2b . The axial creep deformations of the specimens at different temperatures were analyzed. Figure 3 shows the variations in the axial creep strains over time for the red sandstones at temperatures of 25, 300, 700 and 1000 °C under σ3 of 25 MPa, respectively. The axial creep strains were positive, which represented axial compression. Figure 3 remarkably indicates that the axial creep strains increased over time under static loading.
As the deviatoric stresses increased, the increments in the axial creep strains rose gradually over time. Under the last loading, the durations of tertiary creep for the specimens at 25, 300, 700 and 1000 °C were approximately 35.3 min, 56.7 h, 2.7 min and 1.9 h, respectively. Commonly, brittle failure over short times at the onset of the accelerated creep stage occurred rapidly. An interesting phenomenon can be observed in Figure 3d for the specimen at 1000 °C and under a deviatoric stress of 175 MPa. Primary and steady state creep existed for approximately 0.6 h after the last stress was applied, after which tertiary creep seems to have occurred, whereas it again showed primary and secondary creep and brittle creep failure in the final accelerating creep stage. The relationship between deviatoric stress and axial creep strain at different temperatures was shown in Figure 3e , in which axial creep increased as deviatoric stress and temperature increased. Figure 4 presents the axial creep strains with creep time at various temperatures under the conditions of deviatoric stresses of 160, 190 and 220 MPa, respectively. As shown in Figure 4a , when the deviatoric stress was raised to 160 MPa, the axial creep strains and the durations of the primary creep stage increased with increasing temperature. The stress levels were 68%, 65%, 55% and 77% of each σp at 25, 300, 700 and 1000 °C, respectively. However, under deviatoric stresses of 190 MPa, the stress level were 81%, 78% and 65% of each σp at the four temperatures, and the duration of primary creep for the specimen at 300 °C was shorter than that at room temperature, as shown in Figure 4b . As shown in Figure 4c The axial creep deformations of the specimens at different temperatures were analyzed. Figure 3 shows the variations in the axial creep strains over time for the red sandstones at temperatures of 25, 300, 700 and 1000 • C under σ 3 of 25 MPa, respectively. The axial creep strains were positive, which represented axial compression. Figure 3 remarkably indicates that the axial creep strains increased over time under static loading.
As the deviatoric stresses increased, the increments in the axial creep strains rose gradually over time. Under the last loading, the durations of tertiary creep for the specimens at 25, 300, 700 and 1000 • C were approximately 35.3 min, 56.7 h, 2.7 min and 1.9 h, respectively. Commonly, brittle failure over short times at the onset of the accelerated creep stage occurred rapidly. An interesting phenomenon can be observed in Figure 3d for the specimen at 1000 • C and under a deviatoric stress of 175 MPa. Primary and steady state creep existed for approximately 0.6 h after the last stress was applied, after which tertiary creep seems to have occurred, whereas it again showed primary and secondary creep and brittle creep failure in the final accelerating creep stage. The relationship between deviatoric stress and axial creep strain at different temperatures was shown in Figure 3e , in which axial creep increased as deviatoric stress and temperature increased. Figure 4 presents the axial creep strains with creep time at various temperatures under the conditions of deviatoric stresses of 160, 190 and 220 MPa, respectively. As shown in Figure 4a , when the deviatoric stress was raised to 160 MPa, the axial creep strains and the durations of the primary creep stage increased with increasing temperature. The stress levels were 68%, 65%, 55% and 77% of each σ p at 25, 300, 700 and 1000 • C, respectively. However, under deviatoric stresses of 190 MPa, the stress level were 81%, 78% and 65% of each σ p at the four temperatures, and the duration of primary creep for the specimen at 300 • C was shorter than that at room temperature, as shown in Figure 4b . As shown in Figure 4c , when the deviatoric stress reached to 220 MPa, the stress level were 94%, 90% and 76% of each σ p at 25 • C, 300 • C and 700 • C, respectively, and the specimen at 25 • C failed quickly, whereas the others experienced steady state creep for approximately 22.7 h and 28 h. Figure 4d illustrates the relationship between axial creep strain and temperature at identical stress level. When deviatoric stress reached 160 and 190 MPa, axial creep strain increased with increasing temperature. Upon combining Figures 3 and 4 , it can be found that creep strain depended heavily on applied differential stress and temperature.
Lateral Creep Strain
Lateral deformations can reflect the influence of stress on the lateral expansion of materials. This section will investigate lateral creep strain under increasing deviatoric stress at identical temperatures and under same stresses at various temperatures. It can be seen in Figure 5 that the lateral creep strains commonly were negative, indicating lateral dilatancy. The trimodal creep behavior corresponded to the axial behavior. Lateral creep strain increased with decreasing rate over time for deviatoric stress values below σc. It rose as the partial stress increased. In particular, the creep Figure 4d illustrates the relationship between axial creep strain and temperature at identical stress level. When deviatoric stress reached 160 and 190 MPa, axial creep strain increased with increasing temperature. Upon combining Figures 3 and 4 , it can be found that creep strain depended heavily on applied differential stress and temperature. strain increased rapidly when the loadings reached 220, 230, 250 and 175 MPa for the specimens at 25, 300, 700 and 1000 °C, respectively. That phenomenon indicates that material experienced brittle failure with rapid lateral expansion. Moreover, the relationship between lateral creep strain and deviatoric stress at different temperatures was plotted in Figure 5e . The lateral creep strains of the specimens at different temperatures under partial stresses of 160, 190 and 220 MPa, respectively, are shown in Figure 6 . In Figure 6a , it is obvious that the lateral material dilatancy at 1000 °C exceeded those of the others by in excess of an order of magnitude. Furthermore, as the temperatures increased from room temperature to 300 °C the lateral creep strains decreased remarkably but increased when the temperature increased to 700 °C. Similarly, the lateral creep strains first decreased and then increased slightly before and after 300 °C under a static stress of 190 MPa, as shown in Figure 6b . From Figure 6c , when the loading reached 220 MPa, the failure and lateral expansion of the specimens at room temperature were rapid. According to the relationship between lateral creep strain and temperature, as shown in Figure 6d , it can be concluded that the lateral creep strains first decreased at temperatures below 300 °C and then increased when the temperatures rose above 300 °C. Figure 7 shows the relationships of volumetric creep strain and time under increased loading for the specimens at different temperatures. From Figure 7a , the volumetric creep strain was positive under a deviatoric stress of 160 MPa, whereas it became negative when the loading exceeded 190 MPa for the specimen at 25 °C. Analogously, the specimen at 300 °C also shows this characteristic in Figure 7b . As the temperatures were elevated to 700 °C, the volumetric creeps were positive and decreased as the deviatoric stresses increased from 160 to 190 MPa. They subsequently became negative and, in reverse, increased under the loadings exceeding 190 MPa. In particular, for the specimens at the highest temperatures, the volumetric creep strains were always negative under the deviatoric stresses of 160 and 175 MPa. According to the relationship between volumetric creep strain 
Volumetric Creep Strain
Lateral Creep Strain
Lateral deformations can reflect the influence of stress on the lateral expansion of materials. This section will investigate lateral creep strain under increasing deviatoric stress at identical temperatures and under same stresses at various temperatures. It can be seen in Figure 5 that the lateral creep strains commonly were negative, indicating lateral dilatancy. The trimodal creep behavior corresponded to the axial behavior. Lateral creep strain increased with decreasing rate over time for deviatoric stress values below σ c . It rose as the partial stress increased. In particular, the creep strain increased rapidly when the loadings reached 220, 230, 250 and 175 MPa for the specimens at 25, 300, 700 and 1000 • C, respectively. That phenomenon indicates that material experienced brittle failure with rapid lateral expansion. Moreover, the relationship between lateral creep strain and deviatoric stress at different temperatures was plotted in Figure 5e .
The lateral creep strains of the specimens at different temperatures under partial stresses of 160, 190 and 220 MPa, respectively, are shown in Figure 6 . In Figure 6a , it is obvious that the lateral material dilatancy at 1000 • C exceeded those of the others by in excess of an order of magnitude. Furthermore, as the temperatures increased from room temperature to 300 • C the lateral creep strains decreased remarkably but increased when the temperature increased to 700 • C. Similarly, the lateral creep strains first decreased and then increased slightly before and after 300 • C under a static stress of 190 MPa, as shown in Figure 6b . From Figure 6c , when the loading reached 220 MPa, the failure and lateral expansion of the specimens at room temperature were rapid. According to the relationship between lateral creep strain and temperature, as shown in Figure 6d , it can be concluded that the lateral creep strains first decreased at temperatures below 300 • C and then increased when the temperatures rose above 300 • C. Figure 8a , the creep strains of the specimens were positive for temperatures below 1000 °C and became negative at 1000 °C. Furthermore, the negative volumetric creep strains at 1000 °C were approximately two orders of magnitude larger than the positive ones at the other temperatures under a deviatoric stress of 160 MPa. Figure 7 shows the relationships of volumetric creep strain and time under increased loading for the specimens at different temperatures. From Figure 7a , the volumetric creep strain was positive under a deviatoric stress of 160 MPa, whereas it became negative when the loading exceeded 190 MPa for the specimen at 25 • C. Analogously, the specimen at 300 • C also shows this characteristic in Figure 7b . As the temperatures were elevated to 700 • C, the volumetric creeps were positive and decreased as the deviatoric stresses increased from 160 to 190 MPa. They subsequently became negative and, in reverse, increased under the loadings exceeding 190 MPa. In particular, for the specimens at the highest temperatures, the volumetric creep strains were always negative under the deviatoric stresses of 160 and 175 MPa. According to the relationship between volumetric creep strain and deviatoric stress, as shown in Figure 7e , in which lateral expansion increased with increasing differential stress and temperature, as the stress levels gradually increased the specimens at first compressed and then dilated and eventually failed by shear dilatancy. This suggests that the former experienced shear dilatancy, whereas the latter experienced compression. When the partial stresses rose to 190 MPa, the two specimens at 25 and 300 °C were negative, indicating that the deformations were dominated by shear-dilatancy, whereas the specimen at 700 °C was still compression-dominated, or positive ( Figure 8b) . Because that stress level was nearer to the σp of the specimens at 25 °C, the volumetric creep slope exceeded that for 300 °C. From Figure 8c , as the stresses increased to 220 MPa, the 25 °C specimen experienced serious shear dilation in a short time, and the others behaved similarly but did not fail. This dilation was closer to the σp of the specimen at 300 °C at that stress level, and the specimen at 300 °C with a marginally higher development strain rate in comparison with that at 700 °C can be seen in Figure 8c . The relationship between volumetric creep strain and temperature were shown in Figure 8d . It is clear that compression was given prior to expansion when temperature was below 700 °C. This suggests that the former experienced shear dilatancy, whereas the latter experienced compression. When the partial stresses rose to 190 MPa, the two specimens at 25 and 300 °C were negative, indicating that the deformations were dominated by shear-dilatancy, whereas the specimen at 700 °C was still compression-dominated, or positive ( Figure 8b) . Because that stress level was nearer to the σp of the specimens at 25 °C, the volumetric creep slope exceeded that for 300 °C. From Figure 8c , as the stresses increased to 220 MPa, the 25 °C specimen experienced serious shear dilation in a short time, and the others behaved similarly but did not fail. This dilation was closer to the σp of the specimen at 300 °C at that stress level, and the specimen at 300 °C with a marginally higher development strain rate in comparison with that at 700 °C can be seen in Figure 8c . The relationship This suggests that the former experienced shear dilatancy, whereas the latter experienced compression. When the partial stresses rose to 190 MPa, the two specimens at 25 and 300 • C were negative, indicating that the deformations were dominated by shear-dilatancy, whereas the specimen at 700 • C was still compression-dominated, or positive (Figure 8b) . Because that stress level was nearer to the σ p of the specimens at 25 • C, the volumetric creep slope exceeded that for 300 • C. From Figure 8c , as the stresses increased to 220 MPa, the 25 • C specimen experienced serious shear dilation in a short time, and the others behaved similarly but did not fail. This dilation was closer to the σ p of the specimen at 300 • C at that stress level, and the specimen at 300 • C with a marginally higher development strain rate in comparison with that at 700 • C can be seen in Figure 8c . The relationship between volumetric creep strain and temperature were shown in Figure 8d . It is clear that compression was given prior to expansion when temperature was below 700 • C.
Volumetric Creep Strain
Creep Damage Model
Natural rocks have various scales of macro-and micro-defects, and their deformation and damage are therefore inevitably affected by those inherent flaws. In addition, their failure processes are often accompanied by the evolution, development, coalescence and interaction of cracks [13] . Therefore, rock rheological constitutive models that consider evolutionary rules of rock damage can more reasonably describe the rheological behaviors of rocks. In consequence, the following parts will introduce the damage process during the creep stage, and a creep damage model will be established.
Construction of Creep Damage Equation
Existing research shows that damage processes of rock materials are essentially processes of energy accumulation and dissipation [50] . Material damage is not only controlled by randomly distributed internal defects but also by internal stress and strain states. In view of the above discussions, strain energy can directly reflect the stress and strain states of rocks. Consequently, it is more reasonable to use strain energy as an internal variable to describe the damage evolution law [50] .
Acoustic emission monitoring of rocks shows that energy increases substantially after the onset of the tertiary creep stage [11, 27, 64] , which is accompanied by a rapid release of strain energy. Xie et al. [63] presented a relationship between damage variable and energy dissipation:
where U d and U d 0 are the dissipation energy leading to rock damage and the dissipated energy corresponding to the initial damage, and α and β are parameters related to material properties.
According to previous research [65] , the strain energy can be expressed as.
where σ ij and ε ij are stress and strain, and (ij = 1,2,3). This article presents a damage evolution equation based on strain energy, which is expressed as Equation (3) . In addition, its evolution law is shown in Figure 9 .
where U is the strain energy, U 0 is the critical strain energy corresponding to the initial damage, and the strain energy can be calculated using Equation (2), α is a parameter related to the material creep property and always exceeds 0. D is the damage variable. When D = 0, no damage occurs during the creep process. D = 1 corresponds to materials that suffer only creep failure. Therefore, 0 < D < 1 corresponds to materials with various extents of damage during the creep process.
The Burgers model is widely used to describe the creep deformation of rock, and employs Maxwell and Kelvin bodies in series. However, it cannot reflect accelerating creep behavior. Therefore, Figure 10 .
The Burgers model's equations of state can be written as:
e ve S ij = S e = S v = S ve e ij = e e + e v + e ve (4) where S ij is the partial stress tensor, and S e , S v and S ve are the partial stress tensors for elastic, viscous and visco-elastic bodies respectively. e ij is the partial strain tensor, and e e e v and e ve are the corresponding partial strain tensors. G M and G K are the shear moduli. η M and η K are the viscosity coefficients. When the confining pressures σ 2 equals σ 3 , the spheric stress (σ m ) and spheric strain (ε m ) can be expressed as Equations (5) and (6), and the axial deviatoric stress (S 11 ) can be written as Equation (7):
, and (6) 
where Sij is the partial stress tensor, and Se, Sv and Sve are the partial stress tensors for elastic, viscous and visco-elastic bodies respectively. eij is the partial strain tensor, and ee ev and eve are the corresponding partial strain tensors. GM and GK are the shear moduli. ηM and ηK are the viscosity coefficients. When the confining pressures σ2 equals σ3, the spheric stress (σm) and spheric strain (εm) can be expressed as Equations (5) and (6), and the axial deviatoric stress (S11) can be written as Equation (7): Supposing the volume of material is changed by the spheric stress, and the shape of material is just changed by the differential stress tensor. Moreover, the partial stress tensor can only influence 
where Sij is the partial stress tensor, and Se, Sv and Sve are the partial stress tensors for elastic, viscous and visco-elastic bodies respectively. eij is the partial strain tensor, and ee ev and eve are the corresponding partial strain tensors. GM and GK are the shear moduli. ηM and ηK are the viscosity coefficients. When the confining pressures σ2 equals σ3, the spheric stress (σm) and spheric strain (εm) can be expressed as Equations (5) and (6), and the axial deviatoric stress (S11) can be written as Equation (7): Supposing the volume of material is changed by the spheric stress, and the shape of material is just changed by the differential stress tensor. Moreover, the partial stress tensor can only influence Supposing the volume of material is changed by the spheric stress, and the shape of material is just changed by the differential stress tensor. Moreover, the partial stress tensor can only influence the creep deformation of material [66] . As a consequence, Burgers creep equation can be expressed as Equation (8):
Subsequently, the Burgers equation under traditional triaxial compression stress (σ 2 = σ 3 ) can be written as:
In Equation (9), K and G M can be identified using experimental ε 0 data, where ε 0 is the value of the axial strain under each deviatoric stress. The other parameters, including G K , η M and η K , can be obtained using nonlinear the least square method. In passing, the shear modulus G M and bulk modulus K can be calculated from:
, and (10)
where E and µ are the elastic modulus and Poisson's ratio of the rock material, respectively. During the creep process, various degrees of inner damage in rock arise that show the degradation of the strength and deformation parameters. Assuming that rock only suffers isotropic damage in rheological processes, the creep mechanicals parameters considering creep damage can be expressed as:
where Ω 0 is the rock's initial creep parameter, and Ω cd is the creep parameter after creep damage. Burgers model considering creep damage, as shown in Figure 11 , can therefore be expressed as
as Equation (8):
Subsequently, the Burgers equation under traditional triaxial compression stress (σ2 = σ3) can be written as:
In Equation (9), K and GM can be identified using experimental ε0 data, where ε0 is the value of the axial strain under each deviatoric stress. The other parameters, including GK, ηM and ηK, can be obtained using nonlinear the least square method. In passing, the shear modulus GM and bulk modulus K can be calculated from:
where E and μ are the elastic modulus and Poisson's ratio of the rock material, respectively.
During the creep process, various degrees of inner damage in rock arise that show the degradation of the strength and deformation parameters. Assuming that rock only suffers isotropic damage in rheological processes, the creep mechanicals parameters considering creep damage can be expressed as:
where Ω 0 is the rock's initial creep parameter, and Ω cd is the creep parameter after creep damage. Burgers model considering creep damage, as shown in Figure 11 , can therefore be expressed as Figure 12 shows the influences of U0 and α on the strain curve of the red sandstone. From Figure  12 , it can be seen that parameters U0 and α greatly impacted the time-dependent strain curve. In particular, with the increase in parameter U0, the attenuation and steady-creep stage durations increased when the remaining parameters in the creep damage model were kept constant, which Figure 12 shows the influences of U 0 and α on the strain curve of the red sandstone. From Figure 12 , it can be seen that parameters U 0 and α greatly impacted the time-dependent strain curve. In particular, with the increase in parameter U 0 , the attenuation and steady-creep stage durations increased when the remaining parameters in the creep damage model were kept constant, which indicates that the durations of the initial and secondary creep stages depended on U 0 . Similarly, the accelerating creep stage duration increased with increasing α, indicating that α mainly impacted the creep failure time. 
Sensitivity Analysis of the Damage Parameters
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Model Validation
As mentioned earlier, the parameters of Burgers can be determined easily. We will next present a secondary development using FLAC 3D (ITASCA Consulting China Ltd., Wuhan, China) to facilitate the calculations of α and U0. The damage constitution equation of Kelvin in FLAC 3D can be written as:
where S is the deviatoric stress, eK is the Kelvin partial strain, GK is the shear modulus of the Kelvin body, and ηK is the Kelvin viscosity coefficient. The difference expression of this equation can be written as:
e e e   (16) where Δt is the creep time increment step, and S N and S O are the new and old deviatoric stresses of an increment step of creep time, respectively. Correspondingly, and are the new and old deviatoric strains of an increment step of creep time, respectively.
Similarly, the Maxwell damage constitution equation in FLAC 3D can be written as:
where eM is the Maxwell partial strain, GM is the shear modulus of the Maxwell body, and ηM is the Maxwell viscosity coefficient. The difference expression of this equation can be written as 
As mentioned earlier, the parameters of Burgers can be determined easily. We will next present a secondary development using FLAC 3D (ITASCA Consulting China Ltd., Wuhan, China) to facilitate the calculations of α and U 0 . The damage constitution equation of Kelvin in FLAC 3D can be written as:
where S is the deviatoric stress, e K is the Kelvin partial strain, G K is the shear modulus of the Kelvin body, and η K is the Kelvin viscosity coefficient. The difference expression of this equation can be written as:
where ∆t is the creep time increment step, and S N and S O are the new and old deviatoric stresses of an increment step of creep time, respectively. Correspondingly, e N K and e O K are the new and old deviatoric strains of an increment step of creep time, respectively. Similarly, the Maxwell damage constitution equation in FLAC 3D can be written as:
where e M is the Maxwell partial strain, G M is the shear modulus of the Maxwell body, and η M is the Maxwell viscosity coefficient. The difference expression of this equation can be written as
where ∆t is the increment step of creep time, and S N and S O are the new and old deviatoric stresses of an increment step of creep time, respectively. Correspondingly, e N M and e O M are the new and old deviatoric strains of an increment step of creep time, respectively. In Burgers model, the difference of partial strain between new and old values can calculated as:
The strain increment of the Kelvin body can be calculated using Equation (20) :
where:
, and
Similarly, the strain increment of the Maxwell body can be calculated using Equation (22):
In Equations (22) and (23), the increment of stress can be calculated according to the increment of strain. Numerical solutions can be obtained by satisfying all the boundary conditions on each side through multiple iterations.
The creep parameters can be deteriorated by introducing the cumulative damage variable after obtaining the linear difference equation of Burgers model. The strain energy in the creep process can be calculated using Equation (24):
It is supposed that there is no creep deformation or damage under conditions of hydrostatic pressure. Therefore, the creep parameters can be expressed as:
In view of the above discussions, the nonlinear creep damage model based on the Burgers model can be implemented through numerical simulations. The parameters of the Burgers model based on experimental data have been determined. Concretely speaking, U can be calculated according to the calculated parameters of the Burgers model by numerical simulation. U 0 at the onset of tertiary creep based on tested data can then be determined from the numerical calculation results. Finally, α can be Table 2 and Figure 13 . Note: μ = 0.25; P: deviatoric stress.
From Figure 13 , the creep damage model curves agree well with the experimental data, and the modified model is therefore reasonable and simple. According to Figure 13b ,d, the Burgers and creep damage models produced the same fitting results during the primary and steady creep state stages. However, the creep damage model accurately reproduced the tertiary creep phase, whereas Burgers model was unable to describe the accelerated creep process when compared with the fitting results. In addition, as U increased above U0, D began to gradually increase from 0 to 1, which indicates that the dominant damage induced by cracks was augmented by creep deformation. Figure 14 shows the relations between the axial and the lateral creep strains from multi-stepping creep tests of specimens at various temperatures under a σ3 of 25 MPa. It is worth noting that a monotonic linear correlation between the axial and lateral creep strains could be determined for each stress condition. It should be emphasized that the negative sign represents the direction of lateral expansion. From Figure 14 , the slopes of the fit lines increased gradually with increasing deviatoric stress, which means lateral deformation became more obvious as the deviatoric stress increased. From Figure 13 , the creep damage model curves agree well with the experimental data, and the modified model is therefore reasonable and simple. According to Figure 13b ,d, the Burgers and creep damage models produced the same fitting results during the primary and steady creep state stages. However, the creep damage model accurately reproduced the tertiary creep phase, whereas Burgers model was unable to describe the accelerated creep process when compared with the fitting results. In addition, as U increased above U 0 , D began to gradually increase from 0 to 1, which indicates that the dominant damage induced by cracks was augmented by creep deformation. Figure 14 shows the relations between the axial and the lateral creep strains from multi-stepping creep tests of specimens at various temperatures under a σ 3 of 25 MPa. It is worth noting that a monotonic linear correlation between the axial and lateral creep strains could be determined for each stress condition. It should be emphasized that the negative sign represents the direction of lateral expansion. From Figure 14 , the slopes of the fit lines increased gradually with increasing deviatoric stress, which means lateral deformation became more obvious as the deviatoric stress increased.
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from 0.121 to 1.008 as the temperature was elevated from 700 °C to 1000 °C, as shown in Figure 14e. However, because the σp of the specimen at 1000 °C was the lowest (207.36 MPa), the specimen experienced creep rupture under a partial stress of 175 MPa. Therefore, the deformations under 190 MPa and 220 MPa could not be obtained, and the corresponding slope value also could not be calculated. As the temperature increased from room temperature to 700 °C, the slopes of the fit lines under deviatoric stresses of 190 and 220 MPa decreased linearly.
Thermal Influence on Parameters of Creep Model
This article mainly focusses the influence of temperature on creep deformation under same stress conditions. The presented creep damage model can also well describe the entire creep process. Therefore, it is necessary to discuss the influence of temperature on the creep parameters of the model under identical stress levels. Because the σc of each specimen differed at various temperatures, it is hard to fully consider the influence of temperature on creep parameters under each deviatoric stress. Accordingly, thermal effects on creep parameters can be investigated under common deviatoric stresses of 160, 190 and 220 MPa. From Figure 15a , K decreased gradually with increasing temperature for specimens under 160, 190 and 220 MPa. It indicates that with increasing temperature, the variation in volume was more obvious under spherical stress (total stress can be divide into spherical stress and partial stress), the volume of material was changed by the spherical stress tensor, and the shape of the material was only changed by the differential stress tensor [65] . It is worth noting that the data used for this test were inadequate due to the specimens at 1000 °C under 190 and 220 MPa which were above their σp. Hence, the fits for the results from each specimen under 160 MPa are presented herein. Similarly, Figure 15b shows the variation in GM with temperature. K and GM showed the same trend because of the Comparing the slopes of the fit lines at different temperatures in Figure 14a -d, under a deviatoric stress of 160 MPa, the slope first decreased from 0.389 at 25 • C to 0.119 at 300 • C and then increased from 0.121 to 1.008 as the temperature was elevated from 700 • C to 1000 • C, as shown in Figure 14e .
However, because the σ p of the specimen at 1000 • C was the lowest (207.36 MPa), the specimen experienced creep rupture under a partial stress of 175 MPa. Therefore, the deformations under 190 MPa and 220 MPa could not be obtained, and the corresponding slope value also could not be calculated. As the temperature increased from room temperature to 700 • C, the slopes of the fit lines under deviatoric stresses of 190 and 220 MPa decreased linearly.
This article mainly focusses the influence of temperature on creep deformation under same stress conditions. The presented creep damage model can also well describe the entire creep process. Therefore, it is necessary to discuss the influence of temperature on the creep parameters of the model under identical stress levels. Because the σ c of each specimen differed at various temperatures, it is hard to fully consider the influence of temperature on creep parameters under each deviatoric stress. Accordingly, thermal effects on creep parameters can be investigated under common deviatoric stresses of 160, 190 and 220 MPa.
From Figure 15a , K decreased gradually with increasing temperature for specimens under 160, 190 and 220 MPa. It indicates that with increasing temperature, the variation in volume was more obvious under spherical stress (total stress can be divide into spherical stress and partial stress), the volume of material was changed by the spherical stress tensor, and the shape of the material was only changed by the differential stress tensor [65] . It is worth noting that the data used for this test were inadequate due to the specimens at 1000 • C under 190 and 220 MPa which were above their σ p . Hence, the fits for the results from each specimen under 160 MPa are presented herein. Similarly, Figure 15b shows the variation in G M with temperature. K and G M showed the same trend because of the calculation using uniform E and µ according to the instantaneous axial strain. Those two parameters reflect instantaneous response when loading is applied, which is inversely proportional to the instantaneous strain. Figure 15c shows that the viscosity coefficient of the Maxwell body changed with temperature under the various stress levels. It first increased as the temperature rose to 300 • C and then decreased as the temperature rose above 300 • C. In particular, it suddenly decreased at 1000 • C under 160 MPa. This parameter reflects the state of steady creep and is strongly related to the ratio of applied stress and σ p , which is proportional to the ratio. In Figure 15d , the shear modulus of the Kelvin body was linearly related to temperature, which decreased with increasing temperature. G K mainly affected the time from attenuation creep to steady-state creep. In Figure 15e , η K decreased nonlinearly with increasing temperature, with the exception of the specimen at 25 • C under a σ c of 220 MPa. This occurred because the specimens failed with large creep deformation in a short time. Furthermore, the viscosity coefficient of the Kelvin body mainly affected the instantaneous creep rate, which had an inversely proportion relationship. From Figure 15a , K decreased gradually with increasing temperature for specimens under 160, 190 and 220 MPa. It indicates that with increasing temperature, the variation in volume was more obvious under spherical stress (total stress can be divide into spherical stress and partial stress), the volume of material was changed by the spherical stress tensor, and the shape of the material was only changed by the differential stress tensor [65] . It is worth noting that the data used for this test were inadequate due to the specimens at 1000 °C under 190 and 220 MPa which were above their σp. Hence, the fits for the results from each specimen under 160 MPa are presented herein. Similarly, Figure 15b shows the variation in GM with temperature. K and GM showed the same trend because of the calculation using uniform E and μ according to the instantaneous axial strain. Those two parameters reflect instantaneous response when loading is applied, which is inversely proportional to the instantaneous strain. Figure 15c shows that the viscosity coefficient of the Maxwell body changed with temperature under the various stress levels. It first increased as the temperature rose to 300 °C and then decreased as the temperature rose above 300 °C. In particular, it suddenly decreased at 1000 °C under 160 MPa. This parameter reflects the state of steady creep and is strongly related to the ratio of applied stress and σp, which is proportional to the ratio. In Figure 15d , the shear modulus of the Kelvin body was linearly related to temperature, which decreased with increasing temperature. GK mainly affected the time from attenuation creep to steady-state creep. In Figure 15e , ηK decreased nonlinearly with increasing temperature, with the exception of the specimen at 25 °C under a σc of 220 MPa. This occurred because the specimens failed with large creep deformation in a short time. Furthermore, the viscosity coefficient of the Kelvin body mainly affected the instantaneous creep rate, which had an inversely proportion relationship. Accordingly, the creep damage model considering thermal influence can be written as Equation (26) if the fitting relationships between the creep parameters and temperature can be obtained according to Equation (13):
Thermal Influence on Creep Behavior
High temperatures seriously deteriorate the degree of consolidation and amplified the distance between grains, especially via boundary and thermally-induced cracks. Therefore, the total amount of strain that can be accumulated increases with increasing temperature. It can explain the phenomenon whereby the instantaneous strain and time-based axial creep strain of red sandstone increased with increasing temperature under identical deviatoric stresses. The radius creep strain under same the stress conditions (e.g., deviatoric stresses of 160 and 190 MPa) first decreased as the temperature increased from 25 °C to 300 °C and then increased as temperature rose above 300 °C because the work due to the external force was mainly used for axial deformation, which was the main source of compression of the mineral particles and adjustment and closure of boundary cracks, and there was therefore little available work to induce lateral dilatancy deformation. As the temperature was increased to 700 °C, energy was required to close the thermally-induced cracks in addition to compressing the grains and closing the boundary cracks. Furthermore, the reduction in consolidation degree and ductility enhancement could have enhanced the degree of shear dilatancy, especially for the specimen at 1000 °C, whose bearing capacity decreased suddenly. When the applied stress (e.g., deviatoric stress = 160 MPa) exceeded its σcd, the axial bearing capacity was unable to consume much energy from the applied stress, so that the energy shifted to the lateral dilatancy part. Hence, its lateral creep strain showed large discrepancies when compared to the other thermal treated specimens. This can also explain the phenomenon whereby the volumetric creep strain shifted from axial compression-dominant to shear dilatancy-dominant as the temperature was increased. The volume creep strain mainly reflected the competing states of axial compression and lateral dilatancy. Accordingly, the creep damage model considering thermal influence can be written as Equation (26) if the fitting relationships between the creep parameters and temperature can be obtained according to Equation (13) :
High temperatures seriously deteriorate the degree of consolidation and amplified the distance between grains, especially via boundary and thermally-induced cracks. Therefore, the total amount of strain that can be accumulated increases with increasing temperature. It can explain the phenomenon whereby the instantaneous strain and time-based axial creep strain of red sandstone increased with increasing temperature under identical deviatoric stresses. The radius creep strain under same the stress conditions (e.g., deviatoric stresses of 160 and 190 MPa) first decreased as the temperature increased from 25 • C to 300 • C and then increased as temperature rose above 300 • C because the work due to the external force was mainly used for axial deformation, which was the main source of compression of the mineral particles and adjustment and closure of boundary cracks, and there was therefore little available work to induce lateral dilatancy deformation. As the temperature was increased to 700 • C, energy was required to close the thermally-induced cracks in addition to compressing the grains and closing the boundary cracks. Furthermore, the reduction in consolidation degree and ductility enhancement could have enhanced the degree of shear dilatancy, especially for the specimen at 1000 • C, whose bearing capacity decreased suddenly. When the applied stress (e.g., deviatoric stress = 160 MPa) exceeded its σ cd , the axial bearing capacity was unable to consume much energy from the applied stress, so that the energy shifted to the lateral dilatancy part. Hence, its lateral creep strain showed large discrepancies when compared to the other thermal treated specimens. This can also explain the phenomenon whereby the volumetric creep strain shifted from axial compression-dominant to shear dilatancy-dominant as the temperature was increased. The volume creep strain mainly reflected the competing states of axial compression and lateral dilatancy.
Under increasing compressive stress, rock experiences differing degrees of nucleation, propagation, interaction and coalescence at various crack scale [67] . Hence, a specimen deforms promptly when different stresses are applied. While keeping the loading constant, the deformation will increase with increasing time on the basis of the former distortion. There are both elastic and viscous plastic deformations of the red sandstone matrix, and time-dependent microcrack propagation is generally coupled during the two processes. Another explanation is due to stress corrosion [60] . All of the above reasons promote the shear dilatancy deformation as stress level and time are increased.
Inspired by the form of normalized stress [30] , herein termed the critical stress ratio (CSR), is expressed as: (27) where σ p is the peak strength, σ r is the residual strength, and σ c is the creep failure stress respectively. From Figure 16 , it can be seen that the critical stress ratio decreased with increasing temperature. To be specific, it decreased from 0.89 at room temperature to 0.44 at 1000 • C, and we can conclude that the temperature heavily affected the critical stress ratio, such that creep failure more easily occurred at higher temperatures. As the deviatoric stress increased to σ c (reaching to the CSR), the specimen experienced failure sliding along a shear fault. 
Thermal Influence on Microstructure/Composition
In order to analyze the microstructure and composition of specimens before and after heating, observation by optical and polarizing microscopy ( Figures 17 and 18 ) and X-ray diffraction (XRD) ( Figure 19 ) were conducted after four temperatures (25, 300, 700 and 1000 • C) were applied. Figure 17 shows the microscopic structure of specimens after the different thermal treatments by optical microscopy. It is clear that the color variation of the specimen was marked, which varied from gray red to bright red, and then to reddish with increasing temperature. This indicated that mineral composition in specimens changed with the temperature. Moreover, thermally-induced cracks appeared at temperature above 700 • C, as shown in Figure 17c 
Conclusions
The objective of this article was an investigation of the temperature influence on the creep behavior of red sandstone under a high confining pressure (σ3 = 25 MPa). Hence, a series of creep experiments was performed. The following conclusions are drawn:
(1) The axial instantaneous strain increased linearly with increasing partial stress at the same temperatures. As the deviatoric stress increased, both the lateral creep strain and the increment in the axial creep strain with time gradually rose, whereas the volumetric creep strain decreased from positive to negative values, which represented the initial compression, dilation, and finally failure by shear dilatancy of the specimens. (2) Under the same deviatoric stress and as the temperature was increased, the instantaneous deformation modulus (E0) decreased nonlinearly, the axial creep strain increased gradually, but the lateral creep strain first decreased when the temperature was below 300 °C and then increased when the temperature increased above 300 °C. The bulk expansion became easier as the applied stress approached σp. In addition, as the temperature increased, CSR decreased. (3) A creep damage model based on strain energy was established, and a secondary development was implemented in FLAC 3D ; the latter can effectively reproduce the entire creep process. In the model, the two damage parameters mainly affect the onset of tertiary creep and its duration. (4) The axial creep strain had an apparent linear relationship with the lateral creep strain. In addition, the slopes of fit lines increased gradually with increasing deviatoric stress. Under identical deviatoric stresses, the elastic parameters (K, GM and GK) and the viscosity coefficient The main minerals in the tested red sandstone samples were recognized as feldspar, quartz, calcite, hematite and clay minerals. XRD spectra are plotted in Figure 19 . The red sandstones showing reddish colors contain mostly a minor amount of ferrous minerals such as hematite. Hajpál and Török [68] reported that the color of sandstones depended on the mineral composition. As quartz is grey and most coloured (brownish-reddish) sandstones contain iron-bearing minerals. Therefore the colour changes in the specimens are related to the transformation of iron-bearing mineral phases at different temperatures. From Figure 19 , not distinguishable change can be seen for the quart and feldspar, although the peaks for them decreased sharply as temperature at 300 • C. The kaolinite was becoming less and less with increasing temperature. The calcite disintegrated above 700 • C. Heap et al. [69] reported that the calcite started to decompose as temperature above 680 • C. Hajpál [70] reported that a new mineral phase of hematite appeared and goethite and jarosite disappeared at 900 • C. The hematite was the final reaction product of any iron-bearing oxy-hydroxide at high temperature. Figure 18 illustrates the microscopic structure of specimen after high-temperature treatments by polarizing microscopy. From Figure 18 , as temperature increased by 700 • C and 1000 • C, hematite appeared and some minerals melted, which can explain the color variation of heated specimens.
The objective of this article was an investigation of the temperature influence on the creep behavior of red sandstone under a high confining pressure (σ 3 = 25 MPa). Hence, a series of creep experiments was performed. The following conclusions are drawn:
(1) The axial instantaneous strain increased linearly with increasing partial stress at the same temperatures. As the deviatoric stress increased, both the lateral creep strain and the increment in the axial creep strain with time gradually rose, whereas the volumetric creep strain decreased from positive to negative values, which represented the initial compression, dilation, and finally failure by shear dilatancy of the specimens. (2) Under the same deviatoric stress and as the temperature was increased, the instantaneous deformation modulus (E 0 ) decreased nonlinearly, the axial creep strain increased gradually, but the lateral creep strain first decreased when the temperature was below 300 • C and then increased when the temperature increased above 300 • C. The bulk expansion became easier as the applied stress approached σ p . In addition, as the temperature increased, CSR decreased. (3) A creep damage model based on strain energy was established, and a secondary development was implemented in FLAC 3D ; the latter can effectively reproduce the entire creep process. In the model, the two damage parameters mainly affect the onset of tertiary creep and its duration. (4) The axial creep strain had an apparent linear relationship with the lateral creep strain. In addition, the slopes of fit lines increased gradually with increasing deviatoric stress. Under identical deviatoric stresses, the elastic parameters (K, G M and G K ) and the viscosity coefficient (η K ) of the creep model decreased with temperature, whereas the viscosity coefficient (η M ) at first increased as the temperature rose to 300 • C and then decreased as temperature exceeded 300 • C. (5) Nevertheless, despite the preliminary experimental investigation of the thermal influence on the time-dependent behavior and creep damage model of red sandstone, more refined studies are necessary. In particular, further experimental work is essential to provide sufficient tests data to gain a deeper understanding of the mechanism of thermal effects. Furthermore, the coupled thermal and creep damage model requires study, verification and optimization.
